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1 .0 PROJECT DESCRIPTION 

The U.S. Environmental Protection Agency (EPA) requested PRC Environmental 
Management, Inc. (PRC) perform an operation and maintenance (O&M) inspection at the 
Ridgefield Brick and Ti1e (RBT) site in Ridgefield, Washington (EPA identification number 
WAD 009422411). The O&M is •being performed as work assignment number 12R10047 under 
contract number 68-W9-0009 Technical Enforcement Support (TES) 12. • 

PRC prepared this quality assurance project plan (QAPjP) to satisfy EPA quality 
assurance and quality control (QA/QC) requirements for receiving and analyzing split ground-
water and leachate samples at the RBT site. This QAPJP discusses data quality objectives (DQOs) 
and outlines QA/QC procedures for split sampling and analytical determination of hazardous 
waste constituents in ground-water and leachate at the RBT site. 

1.1 SITE DESCRIPTION AND HISTORY 

The RBT site is located at 3510 N.W. 289th Street, Ridgefield, Clark County, Washington 
in a rural area. The site is in the northwest quarter of the southeast quarter of Section 17, 
Township 4 North, Range 1 East, of the Willamette Meridian (Figure 1-1). The inactive landfill 
covers about 0.75 acres on the east portion of the site (Figure 1-2). 

The RBT site is owned by the Pacific Wood Treating Corporation (PWT) who owns and 
operates an active wood treating facility in Ridgefield, Washington. PWT disposed of about 5,100 
cubic yards of potentially contaminated log decking and yard cleanup waste and about 2,500 
cubic yards of boiler ash at the RBT landfill between 1979 and 1982 originating from the wood 
treating facility. Of the total boiler ash, only an estimated 5 cubic yards of ash has been derived 
from the incineration of a wastewater treatment sludge designated as a K001/D004 hazardous 
waste. 

PWT has used several wood preservatives, including pentachlorophenol, creosote, and 
chrome/copper/arsenic solutions at its wood treating facility in Ridgefield. PWT has burned an 
estimated 20 million lbs/year of waste wood at its treating facility boiler, and, from 1979 to 1932, 
it burned about 32,000 lbs/year of a wastewater s1udge containing the treating solutions described 
above. Due to its treating solution content, the sludge has been designated a Resource 
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Conservation and Recovery Act (RCR.A)-listed and -characteristic hazardous waste (K001 and 
D004). Ash derived from the incineration of the K00I/D004 sludge retains its RCRA hazardous 
waste designation. Additionally, any other solid waste mixed with the K00I/D004 sludge ash, 
such as log decking and yard cleanup waste, also becomes RCRA-listed hazardous waste. 

During an EPA inspection at the PWT Ridgefield wood treating facility, EPA discovered 
that PWT was disposing of the RCRA-listed and -regulated K00I/D004 hazardous waste at the 
RBT landfill. Subsequently, PWT submitted a RCRA Part A permit application for the RBT 
landfill on May 23, 1983, thus obtaining interim status for the disposal facility. PWT submitted a 
closure plan for the RBT landfill to the Washington State Department of Ecology (Ecology) and 
conducted closure activities in Septem•ber 1983, reportedly under Ecology supervision. As a 
result of deficiencies in the original closure plan and closure activities, EPA issued a Consent 
Agreement and Final Order to PWT in November 1986. As required by the order, PWT 
submitted a revised closure plan in February 1987 which was a1so determined by EPA to be 
deficient. An updated closure plan is still pending, however, a ground-water monitoring system. 
was installed at the RBT site in August 1988. 

PWT has monitored on-site 1simeters, monitoring wells, and leachate from the landfill 
toe drain on several occasions since 1983. Concentrations of pentachlorophenol and naphthalene 
in both ground water and leachate have been typically below 2 micrograms per liter (jig/L) and 
always below 10 jig/L. Concentrations of arsenic and chromium in ground water and leachate 
have been typically below drinking water standards of 50 jLg/L. 

1.2 O&MPURPOSE 

PRC is conducting an O&M at the RBT site based on the objectives of the final O&M 
inspection guidance document for RCRA ground-water monitoring systems (EPA, 1988d) and the 
EPA O&M statement of work. Generaiiy, the O&M will evaluate how the facility operates and 
maintains its ground-water monitcring systern in compliance with RCRA regulations, permit 
requirements, or other order requirements to which it is subject. 
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1.3 O&M OBJECTIYES 

The specific RBT O&M objectives are to: 

• Evaluate if the facilitys ground-water monitoring system is in compliance with RCRA interim status ground-water monitoring regulations (40 CFR 265, 
Subpart F) and• the Consent Agreement and Final Order issued to RBT in 
November 1986 (EPA, 1986d). 

• Evaluate the facilitys sampling protocol and methods including adherence to its approved or current sampling and analysis plan. The plan will also be evaluated on its technical merits. 

Evaluate the adequacy of the facilitys analytical program,and performance by receiving and analyzingsplit ground-water and leachate samples. 

• Evaluate the facilitys maintenance of its existing ground-water monitoring system by determining that field sampling devices are in working order, that the facility is abiding by maintenance provisions outlined in its sampling and analysis plan, and that individual monitoring wells in the ground-water monitoring system yield representatjve ground-water samples. 

Additionally, EPA is considering a clean closure option for the RBT landfill. For this 
alternative, EPA needs supporting analytical data to aid in site characterization. Therefore, EPA 
has requested that analyses be performed on the split ground-water and leachate samples for 
certain parameters (including polynuclear aromatic hydrocarbons (PAH), chlorophenols, arsenic, 
and chromium) using EPA-approved analytical methods having detection limits at or below 1.0 
/.Lg/L. Split samples will also be received and analyzed for volatile organic compounds (VOCs) 
using method detection limit criteria as specified in the Contract Laboratory Prograrn Staternnt 
of Work for Organic Analysis (EPA, 1990a). Summary information regarding the RBT sampling 
program is provided in Tables 3-1, 4-1, and 4-2. 

1.4 O&M INSPECTIOÑ ACTIVITIES 

PRC will meet the objectives and additional data needs described above by obsering 
RBT field sampling activities and receiving split ground-water and leachate samples. PRC will 
evaluate whether the RBT sampling activities follow the requirements in 40 CFR 265 Subpart F, 
the Consent Agreement and Final Order, the RBT sampling and analysis plan, and generally 
accepted ground-water sarnpling procedures specified in tlie RCRA ground-water monitoring 
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technical enforcement guidance (U.S. EPA, 1986d). PRC will monitor the following specific 
RBT sampling activities during the sampling event: 

• Depth-to-water meas•urements 

• Field measurements of water quality parameters (pH, specific conductance, and 
temperature) 

• We11 purging 

• Sample collection 

• Equipment decontamination 

• Quality assurance procedures 

• Chain-of-custody procedures - 

PRC will document any inconsjstencjes or deficiencies in RBT sampling procedures in an O&M 
report. 

In addition to performing observation activities, PRC will also receive split ground-
water and leachate samples from on-site monitoring wells and the landfill toe drain system. The 
split-samples will be analyzed by the EPA Region 10 Manchester laboratory or a Contract 
Laboratory Program (CLP) laboratory, depending on availability, for site-specific parameters 
including VOCs, PAH, chlorophenois, arsenic, and chromium using the methods specified in the 
QAPjP. Summary information regarding the RBT sarnpling program is provided in Tables 3-1, 
4-1, and 4-2. 
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1.5 SCHEDULE OF PROJECT ACTIVITIES 

The anticipated schedule of O&M events and deliverables is as follows: 

Activity 

SamDling and Analysis 

Field split sampling 

Sample analysis 
(by EPA Region 10 
Manchester laboratory 
or CLP laboratory) 

Deliverables 

EPA approved QAPjP 

EPA approved Health 
and Safety Plan 

PRC data validation 
report 

O&M report 

Dates 

March 27 and 28, 1991 

Week of March 25, 1991 

March 13, 1991 

March 13, 1991 

30 days after receipt of CLP data 
(approximately June 21, 1991) 

60 days after receipt of EPA, CLP, and facility data 
(approximately july 21, 1991) 

1.6 • DATAUSAGE 

The O&M conducted at RBT will generate two types of data: 

• Inspection information 

• Analytical data for split ground-water and leachate samples 

PRC will use the inspection information to evaluate how the facility operates and maintains its 
ground-water monitoring system. PRC will use the split-sample analytical data to specifically 
evaluate the adequacy of the facilitys analytical program and performance. The split-sample 
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analytical data will also be used by EPA to aid in characterizing the site in suppõrt of its clean 
closure option proposed by EPA for the RBT landfill. 

1.7 SAMPLING RATIONALE 

1.7.1 Monitoring Wel1 System 

PRC will receive split ground-water samples from the RBT site. The ground-water 
monitoring system consists of seven monitoring wells placed around the inactive landfill. The 
wells are screened in the upper stra•tigraphic units of alluvial šands, silts, and clays (20 to 25 feet 
thick) and a lower unit of weathered gravel. wells B-2 and B-5 are upgradient andwe11s.B-1, 
B-3, B-4, B-6, and B-7 are downgradient wells based on the flow direction of an inferred 
perched ground-water aquifer beneath the RBT site (PWT, 1988). 

The seven monitoring wells, installed in August 1987, monitor both a sand interbed unit 
and underlying gravels. During wet periods, a perched ground-water condition.exists in the sand 
and gravel units. Monitoring wells B- 1, B-5, B-6, and B-7 are constructed with screened 
sections in the sand interbed and underlying gravels. Monitoring wells B-2, B-3, and B-4 are 
constructed in areas where the sand interbed is not encountered, and therefore, are screened in 
the top portions of the underlying gravels. Additionally, the screened portions of monitoring 
wells B-2 and B-3 extend upward into the shallow clayey silt unit (PWT, 1988). Refer to 
Figure 1-3 for monitoring well details. 

RBT field sampling from 1987 to the present has shown that ground water in the 
monitoring well system is temporary and seasonal. Monitoring wells B- 1, B-5, and B-6 have had 
8 inches to 9 feet of ground water. Monitoring wells B-2, B-3, and B-4 have only had small 
amounts of ground water. Monitoring well B-7 has been dry (PWT, 1983). Apparent1y, thc inain 
aquifer underlying the RBT site is 180-220 feet deep, located in sands and gravels of the 
underlying lower Troutdale Formation. The ground-water flow direction in the main aquifer is 
believed to be to the northwest. However, a detailed evaluaion of the flov/ characterisics 
beneath the RBT site has not been made (Tetra Tech, 1989). 

PRC has selected the following monitoring wells for split sampling at the RBT site in 
order to receive representative ground-wa•ter samples from upgradient and downgradient 
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locations, various geologic units (sand interbed, gravel, and clay units), as well as provide the 
greatest chance that ground water will be available to sample during the scheduled March 1991 
sampling event. Wells in the monitoring well system go dry as summer approaches. We11 
selection is summarized as follows: 

Monitoring We11 

B-5 

B-3 

B-4 

B-6 

Criteria 

Upgradient; 
Screened insand interbed unit 

Downgradient; 
Screened in gravel/clay unit 

Downgradient; 
Screened in gravel unit 

Downgradient; 
Screened in sand interbed unit 

Since monitoring well B-6 has had measurable levels of ground water and is downgradient of the 
landfill, it will be designated for receiving of additional quality assurance/quality control 
(QA/QC) sampies, including a duplicate sample and matrix spike/matrix spike duplicate 
(MS/MSD) samples (refer to Section 3.4 and 8.O).• 

1.7.2 Leachate Collection System 

PRC will also receive split samples of leachate from the RBT landfill leachate collèction 
system (toe drain). Since January 1986, PWT has contracted a disposal company to empty the 
leachate collection tank about every nine months. About 900 gallons of leachate•has reportedly 
been disposed of each time. The toe drain is located at the west edge of the lancìfill. The toe 
drain consists of an 8-foot deep vertical section of steel pipe, about 3 feet in diameter 
(Tetra Tech, 1989). 

PRC will receive representative samples from the leachate collection system by first split 
sampling the standing leachate in the toe drain. PRC will receive an environmental sample, a 
duplicate sample, and MS/MSD samples frorn the standing leachate to be assured of an adequate 
volume of leachate for all •samples. PWT will then purge the toe drain. PRC will then receive a 
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split environmental sample from the inlet pipe (draining the lañdfill) near the bottom of the toe 
drain. 
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FIGURE 1-2 

DETAILED SITE MAP 
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FIGURE 1-3 
MONITORING WELL CONSTRUCTION DIAGRAMS 
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2.0 PROJECT ORGANIZATION AND RESPONSIBILITIES 

The EPA work assignment manager (WAM) has primary responsibility for the RBT O&M. 
PRC is responsible for conducting field sampling activities, validating data, and reporting results. 
A project organization chart outlining major QA/QC responsibilities for this project is presented 
in Figure 2-1. 

The rest of this section outlines responsibilities and responsible individuals fcir four 
separate aspects of the O&M: management, QA/QC, field operatins, and laboratory services. 

2.1 MANAGEMENT RESPONSIBILITIES 

Responsibility for execution and management of technical and administrative aspects of 
the RBT O&M has been assigned as follows: 

EPA Regional Project Officer (RPO) (Vicky Tapang) - - Overall management of 
TES 12 RCRA work assignments 

EPA WAM (Marcia Bailey) -- Management of the RBT O&M 

• PRC Regional Manager (Jim Pankanin) -- Overall management of all PRC TES 12 
work assignments in EPA Region 10 

• PRC Project Manager (Jim Pankanin) -- Management of the RBT O&M for PRC 

2.2 QUALITY ASSURANCE RESPONSIBILITIES 

The following organizations and individuals are responsible for QA/QC of th O&M 
conducted under this •QAPJP: 

. 
approval of O&M report 
EPA WAM (Marcia Bailey) -- Review and ap.proval of QAPjP; review and 

EPA Region 10 QA Officr (Barry Towns) -- Review and approval of QAPJP . 

PRC TES 12 QA Manager (Dave .Liu) -- Overall QA for TES 12 work assignments . 

PRC Regional QAPjP Technical Monitor (Jeff Ross) -- Technical review of . 
QAPjP 

PRC Project Manager (Jin Pankanin) -- Approval of QAPjP . 

. 

. 
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2.3 FIELD SAMPLING RESPONSIBILITIES 

PRC will be responsible for performing all field sampling activities specified in this 
QAPjP under the direction of EPA. Specific field sampling responsibilities are as follows: 

• EPA WAM (Marcia Bailey) - - Overail direction of field sampling 

• PRC Project Manager (Jim Pankanin) -- Technical direction of field sampling 

• PRC Field Team Leader (Gary Bruno) -- Direction and coordination of field 
sampling in accordance with this QAPJP 

2.4 • LABORATORY RESPONSIBILITIES 

Laboratory analysis for split ground-water and leachate samples received during the O&M 
will be conducted through the EPA Region 10 Manchester Laboratory or a CLP laboratory, 
depending on laboratory availability. The EPA QA Officer (Barry Towns) will coordinate and 
manage all EPA and ÇLP responsibilities for split ground-water and leachate samples received 
during the O&M. 
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FIGURE 2-1 
PROJECT ORGANIZATION CHART 
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3.0 QUALITY ASSURANCE/QUALITY CONTROL OBJECTIVES 

The purpose of this section is to address QA/QC objectives for completeness, 
representativeness, comparability, precision, and accuracyof data. The overall objective is to 
develop and implement procedures for field sampling activities, chain-of-custody, laboratory 
analysis, and reporting that will.promote high qualitydata from the O&M. Sections 3.1, 3.2, and 
3.3 discuss QA/QC objectives for completeness, representativeness, and comparability. Section 
3.4 discusses QA/QC objectives for precision and accuracy for CLP Routine Analytical Services 
(RAS), CLP Special Analytical Services (SAS), and field measurements. 

3.1 COMPLETENESS 

Completeness .is measured by the amount of valid anaiytical data obtained compared to 
the amount of analytical data expected under normal conditions. For this QAPJP, PRC has 
defined t1the amount of analytical data expected under normal cõnditions as the total number of 
environmental samples planned to be received and analyzed for each system. That is, four 
samples are planned to be received and analyzed for the ground-water monitoring system and two 
samples for the leachate collection system. Based on six samples planned to be received and 
analyzed for this O&M, the completeness criteria for both the field and laboratory will be 
80 percent. 

3.2 REPRESENTATIVENESS 

Representativeness is the degree to which sample data represent a characteristic of a 
population, parameter variation at a sampling point, or an environmental condition. The 
sampling locations for this O&M were selected to receive ground-water and leachate samples that 
will adequately determine if there is a release to the environment at the RBT site (Section 1.7). 

Representativeness is enhanced when all samples from a particular medium are collected• 
(received) using the same technique. For this effort, PRC will receive ground-water and leachate 
samples according to sampling procedures outlined in Section 4.0 

Representativeness is also acl1ieved by assuring that sampling equipment is properly 
decontaminated between sampling locations. Field equipment for the ground-water and leachate 
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sampling will be decontaminated between samples to avoid cross contamination of sampies 
collected (received) at subsequent locations (Section 4.3). RBT will be responsible for 
decontaminating field sampling equipment. 

3.3 COMPARABILITY 
1 

Comparability expresses the confidence with which one data set can be compared to 
another. To assure that ground-water and leachate sample results are comparable to future 
sample results, PRC will document all sample locations, conditions, field sampling methods, and 
laboratory análysis methods. 

3.4 PRECISION AND ACCURACY 

Precision and accuracy are indicators of data quality. Generally, precision is a measure of 
the variability of a group of measurements compared to their mean value.. Sampling and• 
analytical precision is determined by analyzing field duplicate samples. Accuracy is a measure of 
the bias in a measurement system. Sampling accuracy is assessed by analyzing equipínent rinsate 
field blanks, trip blanks, and field (transfer) bianks, while analytical accuracy is assessed by 
analyzing surrogate and matrix spike samples. The type of QA/QC samples to be received for 
determining precision and accuracy are described below as well as Section 8.0. Precision and 
accuracy objectives for CLP RAS, CLP SAS, and field sample analysis are also described below 
and summarized in Table 3-1. 

3.4.1 Types of Quality Assurance/Quality Control Samples 

PRC will receive five types of QA/QC samples to determine precision and accuracy: field 
duplicates, equipment•rinsate field blanks, trip blanks, field (transfer) blanks, and MS/MSD 
samples. One duplicate sample will be received from each system (monitoring well and leachate 
collection) and submitted for laboratory analysis to determine sampling and analytical precision. 
Equipment rinsate field blanks will also be received at each system and submitted for laboratory 
analysis to check for contamination potentially occurring from sampling equipment used at the 
site (that is, the thoroughness of decontamination procedures) (sampling accuracy). 
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One trip blank sample will be included in every cooler shipped to the laboratory that 
contains environmental samples for vOc analysis. The trip blanks will be analyzed-for target 
compound list (TCL) VOCs to check for contamination potentially occurring during shipping and 
handling (sampling accuracy). - 

One field (transfer) blank will be prepared per day of sampling. The field (transfer) 
blank will be analyzed for TCL VOCs to check for potential contamination occurring from 
ambient conditions (sampling accuracy). 

MS/MSD samples will also be received from each system. MS/MSD samples will be 
analyzed and used to determine analytical accuracy. Percent recovery values for these samples 
will be compared to acceptance criteria in the CLP SOWs (Section 12.0). 

3.4.2 . • CLP .Routine Analytical Services (RAS) Quaiity Assurance/Quality Control 
Objectives 

For CLP RAS parameters, the criteria for precision and accuracy are defined by the CLP 
Statements of Work (SOWs) for organic analysis (EPA, 1990a) and inorganic analysis (EPA, 
1990b) and will serve as DQOs. Desired method detection limits for this O&M will follovi CLP 
RAS parameters. Table 3-1 summarizes the QA/QC objectives for the CLP RAS parameters. 

3.4.3 CLP Speciai Analytical Services (SAS) Qúality Assurance/Qualšty Control 
Obj ec tives 

CLP SAS analyses will be .required to analyze ground-water and leachate samples for 
PAH, chlorophenols, arsenic, and chromium. An equipment rinsate field blank, a fi1d duplicate, 
and MS/MSD samples will be received and analyzed at the same frequency as for CLP RAS 
parameters. The SAS request form in Appendix A includes precision and accuracy criteria for 
the PAH, chlorophenol, arsenic, and chromium analyscs. Table 3-1 also summariz•es the QA/QC 
objectiyes for the CLP SAS parameters. 
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3.4.4 Field QuLity Assurnnce/Qua1ity Controi Objectives 

Field measurements for volatile organic vapors will be made at the RBT site for health 
and safety reasons using an I-INU model P-101 photoionization detector. Field measurement, 
calibration, and maintenance procedures for the HNu are described in the operators manúal in 
Appendix B. 



TADLE 3-1 
DATA QIJAJJTY OliJBCFIVE FOR fl113 RIfl O&M 

Pa.nmclci . Mcthod L)ctcciion 
Uh (/L) 

voc Per Mclhod 

PAIÎ - 0.013 - 23(b) 

Chlorophenols 1.0 

Tolal Arscnic & 1.0 
Chromium 

Dissolved Arscnic & 1.0 
Chromium 

Prtcisioa (Relati-ic Accuracy (Pcrccct 
Pcitcnt Difîcrc) Spikc Reawciy) 

±20 75-125 

±20 70-130 

±20 7Ù— 130 

±20 90-110 

±20 90- 110  

Comp1ctccxa • Astyticil ictiods 

80 Cl.1 I&AS (a) 

80 CLPSAS(:) 

-S./-846 
(320/3620/S31O) 

80 CLPSAS 
-S.V-846 
(Modified 8040) 

80 CLPSAS(C) 

EPA Mcscl (e) 

(218.2 CcŸium) 
(206.2 Arenic) 

80 CLPSASC) 

EA Mctcv! (e) 

(218.2 Clr3rium) 
(205.2 Arsnic) 

/ 

EPA Contract Laboratory Program Routinc Analytical Scrvices (EIA, 1990a) 

b Scc Method 8310 (EPA, 1986a) for dctcctjon limits for spcciíic compounds. 

C EPA Contract Laboratoty Program Special Analylical Serviccs (sce Appcndix A) 

d EPA 1986a 

e 
EPA 19S3 

CD 
! 

. . ....cno 

o 

..l () ::r 

o 
— c w 
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4.0 SAMPLING PROCEDURES 

PRC will. perform split ground-water and leachate sampling at the RBT site as part of the 
c5M. PRC will also receive and submit appropriate QA/QC samp!es for each system 
(monitoring well and leachate collection). The QA/QC samples are discussed in Sections 3.0 and 
8.0. A summary of the RBT sampling program is presented in Table 4-1. 

4.1 • SPLIT GROUND-WATER SAMPLING - - MONITORING WELL SYSTEM• 

PRC will receive split ground-water samples from four on-site monitoring wells (B-3, 
B-4, B-5, B-6) (see Table 4-1 and Figure 1-2). As discussed in Section 1.7.1, these four 
monitoring wells represent both upgradient and downgradient locations and various geologic units 
at the site (sand interbed, gravel, and clay). These wells also have the greatest chance of having 
ground water available for split sampling during the March 1991 samp1ing event. Wells in the 
monitoring well system go dry as summer approaches. We11 selection is summarized as follows: 

Monitoring Wel1 

B-5 

B-3 

B-4 

B-6 

Criteria 

Upgradient; . . 
Screened in sand interbed unit 

Downgradient; 
Screened in gravel/clay unit 

Downgradient; 
Screened in gravel unit 

Downgradient; 
Screened in sand interbed unit 

PRC will also receive QA/QC samples including a duplicate sample andMS/MSD samples 
(at well B-6), an equipment rinsate field blank, a trip blank and a fie1d (transfer) blank 
(refer to Table 4- 1). QA/QC samples are discussed in detail in Section 8.0. 

To receive split ground-water samples, PRC will provide the appropriate sample 
containers, preservatives, shipping coolers, and miscellaneous field supplies (see Table 4-2). PRC 
will receive split samples for each parameter immediately after PWT collects its ground-water 
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samples for that parameter. For each sample parameter, PWT will fill PRCs containers for that 
jararneter with.ground water from• the same bailer (when possible) used by PWT to collect its 
similar sample parameter. When the volume of ground water required for a sample necessitates 

cing. rnore than one sample container, PWTs and PRCs containers for that sample will be filled 
alternately (one container at a time) until all containers are filled. 

PRC will follow the PWT field filtering protocol for filtered (dissolved) metals samples. 
That is, similar to receiving other split samples, PRC will provide the appropriate containers and 
receive the filtered metal samples from PWT. If PWT does not collect field filtered metals 
samples as part of it sampling effort, PRC will provide field filtering equipment (0.45 micron-
filtering containers and hand-held vacuum pump). In this case, PRC will collect the filtered 
metals samples by holding its field filtering containers to be filled by PWT. PRC will filter the 
samples using the hand-held vacuum pump, then transfer the filtered samples to the appropriate 
type and number of containers. After each split ground-water sample set is received by PRC at 
each well (or potentially coll•ected by PRC in the case of filtered metals samples), PRC will 
preserve the PAH, chlorophenol,.and total and dissolved metals samples. voC samples will be 
preserved prior to filling the VOA vials. VOA vials will also be filled with no headspace. 
Table 4-2 specifies the holding times, preservation, and containers required for the RBT 
sampling event. 

PRCs split ground-water samples and QA/QC samples will be analyzed by thé EPA 
Region 10 Manchester laboratory or a CLP laboratory, depending on availability. The samples 
will be analyzed as a CLP RAS request for vOC and CLP SAS requests for PAH, chlorophenols, 
arsenic, and chromium (refer to Table 3-1, Section 3.0). 

4.2 SPLIT LEACHATE SAMPLING - - TOE DRAIN 

PRC will also receive split leachate samples from the landfill leachate collection system 
(toe drain) (see Table 4-1 and Figure 1-2). As discussed iri Section 1.7.2, PRC will receive 
representative samples by first receiving one split environmental sample, a duplicate sarnple, and 
MS/MSD samples from the standing leachate in the toe drain to be assured of an adequte volume 
of leachate for all samples. PWT will then purge the toe drain. PRC will then receive a split 
environmental sample from the inlet pipe (drainingthe landfill) near the bottom of the toe drain 
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(refer to Table 4-1). The collection (receiving) and preparation ofQÄ/QC samples are discussed 
in dei1 in Scction 8.0. 

The P1C split-sampling protocol for receiving leachate samples is similar to that discussed 
for receiving ground-water samples (Section 4. 1). The Ieachate samples will be analyzed as a 
CLP RAS request for°VOCs and CLP SAS requests for PAH, chlorophenols, arsenic, and 
chromium (refer to Table 3-1, Section 3.0). 

PRC personnel will document all field activity in a bound Iogbook as described in 
Section 5.1.2. PRC will use EPA and CLP sample numbers issued by the EPA Regional Sample 
Control Center (RSCC). 

4.3 DECONTAMINATION PROCEDURES 

Decontamination of sampling equipment used at the RBT site will be performed by RBT 
following its sampling and analysis plan. The receiving of equipment rinsate field blanks are 
described in Section 8.1.2. PRC does not anticipate any contamination of nondisposable items• 
during the receiving of split samples. Contaminated disposable items such as latex gloves, 
ground-water filters, and used (empty) collection containers will be placed in plastic garbage bags 
and disposed of by RBT. 
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I!nviron- mcntal Rinsalc 
mcntal Fickl Ficld 
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VOC 
PAH 
Chlorophenols 
TolaI Arsenic 

& Chromium 
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Arsenic & Chromium 
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PAH 
Chlorophcnols 
Total Ajsenic 

& Chromium 
Dissolved 

Arsenic & Chrornium 

voc 
PAH 
Chlorophcno!s 
Tolal Arsenic 

& Chromium 
Dissolved 

Arscnic & Chromium 

voC 
PAH 
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& Chromium 
Dissolved 

Arscnic & Chrornium 

Samplc 
Lotion 1 Samplc 
(Sysiem) Matnx 

I) Groun4. 
walcr Monitoring 
Wcll Syslem 

n-3 Waccr 
(split 
grab 
samp!e) 

B-4 Watcr 
(split 
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samptc) 

B-5 Waccr 
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grab 
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TABLE 4-1 (Continucd) 
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avn-
linviroa- cncntal flinroc 
mcnt,j Fck1 • 

Paramelcrs 51 Sampies() DupIicatc( 

voc • 
PAH 
Chlorophcnols 
Total Arsenic 

& Chromium 
Dissolvcd 

Arscnic & Chronsium 

VOC 
PAH 
Chlorophcnols 
Total Arsenic . 

& Chromium 
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Arsenic & Chromium 

voC 

voc 

Sampic 
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(Systcns) Matiix 
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(duplicarc (spiit 
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8-15 Watcr 
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11-25 Watcr 
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I!ziviroo-
meata1 Rintc 
Vicld !ield Trip 
l)upliratc( l)lank> fllankø 

licld 
(rr-.srcr) 
l s.f1) 

Samplc 
Smnptc 

(Systein) Matrix 

2) lcachatc 
Q)ljedioo 
Stcm 
(foe Dra.n) 

TI)-I Water 
(MS/MSD)(> (split 

grab 
saniple - 
slanding 
leachate) 

TD-2 Water 
(split 
grab 
sample - 
inlet 
lcachate) 

TD-1O Watcr 
(duplicale (split 
o(TD-1) grab 

sampic - 
standing 
water) 

TD-15 Water 
(blank)  

menttl 
Paramclers 5> Samp4cs 1 

vOc 
PAH 
Chlorophenols 
Total Arsenic 

& Chromium 
Dissolved 

Arsenic & Chromium 
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PAH . 
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Total Arscnic 

& Chromium 
Dissolvcd 
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Sampk 
Locstion 1 samplc 
(Systcm) Matrix Paramctcrs 5 

l!nvirozi-
Î!nviron- rncalal Rins.alc 
rncntal l,ck1 
Samples( Duptiiatc( fl!ank 

lrlci.J 
Trip ricír) 
íltank(0 

•lOTM. SAMPII!S 
(Systeni No. 2) 

voc 
PAII 
Chlorophcnols 
Tolal Arscnic 

& Chromium 
Dissolved 

Arscnic & Chromium 

) 
2 
2 
2 

2 

o 13 = Monilonng wcll dcsignalion 
TL) Toc Drain 

b See Tablc 3-1 

c Matric spike/Malrix spikc duplicatc (MS/MSD) samplcs are rcquircd (or CLP RAS and SAS anatyscs. Onc scl of MS/MSD samplcs cach will be coleclcd cl 11-6 (rsoniOrins well 
aystcm) and at TD-2 (lcachale collcclion system). Tnp!c volumes are rcquired íor vOc, PAII, and chlorophcnols (orgnnic) anslycee; DcibIc volumen ere rnquired íor accnic end 
chromium (inorgsnie) analyscs. llowever, MS/MSD samples do not count loward lhc sample lolal and arc not includcd in lhe table ss a scparate item. 

d One ficld duplicatc will he Lakcn at 11-6 and TD-2 or onc for evcry 10 lolal samplcs. 

e 1.quipmcnt rinsatc íicld blanks will be prepared in lhc ficld by pouring carbon-(rec waler ovcr dcconlaminaled ground-w-alcr samplin cquipmcnt. 

f Each lnp blank will consisl of lwO 40-ml VOA via!s fillcd wilh cart>on-free walcr by thc analytica! laboralory. The lnp htanks will be shippcd wilh thc olher s.amples (or VOC 
analyscs. One lrip blank will bc ahippcd wilh cach coolcr conlaining VOC samples. 

g The field (lransfcr) blank w,ll consisl oí two 40-ml VOA vizils lillcd wjlh carbon-irce walcr jn lhc îicld by lRC personncl. 

o 
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Paramclcrz Malrix 

voc Watcr 

PAll Waler 

Chlorophcnols Walcr 

Toial Watcr 
Aiscnjc & 
Chromiuns 

Dissolvcd Watcr 
Arsenic& 
Chromium 

îloldinr 

14 daya 

days. unlil 
cxtraclion, 
40 days aflcr 
ext raclion 

7 daya until 
Cxtiictjon, 
40 days aílcr 
extraclion 

6 monihs 

6 monlhs 

Prcscivalion 

Four drops 
conccnlralcd 
IICI. Cool 10 
4•C 

1.5 ml 10% 
Na,S,O, pcr L 
Slorc in dark; 
Cool 10 4C 

15 ml 10% 
Ni,S2O, per L; 
C.ool to 4•C 

IINO, 10 pll<2 

Ficld filtcr 
using 0.45-
micron Scrccn; 
IINOJ  to pE<2 

TADLE4-2 
SAMPLE IIOIIMNG TIME, PRBSERVA11ON, AND CONFA1N1R RBQU1REMEN. 

(D (D 
••• xno 

o 

Tati 
contiincrz . Tosl 
pcr Samplc, ftlank, ,Sspc and Rqiii 
or MS/MSD() Blankz (lncluding MS/lSO)) 

2x40-ml 13 . 34 
glass vials, 
Teflon-lincd 
Scplum capc 

4 x 1-1. 10 56 
arnbcr g!ass, 
Tcflon-lined 
seplum capc 

4x1-L 10 56 
imbcr glass, 
Tcflon-Iined 
scptum caps 

lxl-L 10 12 
polyclhylcne . 

lxl-L 10 12 
polycthylcne 

_t o 
EPA, 1986a 

, 
— b Matnx Splkc/Malnx spikc duplicale (MS/MSD) samples are requircd (or CLP RAS snd SAS analyaes. Onc scl oí MS/MSD samplcs cach x bc collectcd si [- (monilor, wcll — systcm) and al ID-2 (leachate Collccllon ayzlem). Tnple volumes rcquircd for VOC, PAH, and chtorophenol (organic) analyacs; Doublc voultes required for srscnic and chromiurn — (inorganic) analyaes. 
— 
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5.0 SAMPLE DOCUMENTATION AND CUSTODY 

The possession and handling of each sample processed will be properly documented to 
promotc timely, correct, and complete analysis for all parameters requested. Most importantly, 
each sample must be traceable from the point of collection (receiving) through analysis •and final 
disposition to promote sample integrity. This integrity precludes any possibility of the analytical 
data or subsequent conclusions being challenged in litigation or enforcement actions. 

PRC will use the CLP and EPA documentation system to identify, track, and monitor 
each sample. This system is briefly discussed in the following sections. The EPA Users Guide 
to the Contract Laboratory Program (EPA, 1988a) contains further information concerning these 
procedures. Additional field records and control measures will be maintained according to 
National Enforcement Investigations Center Policies and Procedures (EPA, 1986a). Whenever 
questions arise, the EPA RSCC will be consulted for direction and clarification. 

5.1 FIELD DOCUMENTATION AND CONTROL MEASURES 

The field records, CLP, and EPA documentation control measures to be used during 
sample receiving, identification, handling, and shipping include the following: 

. 

. 

. 

. 

. 

Sample tags, as shown in Figure 5-1 

Custody seals, as shown in Figure 5-1 

CLP sample analysis request forms (traffic report forms), as shown in Figures 5-2 
through 5-4 

EPA Region 10 laboratory analyses request forms (organics and metals), as shown in Figures 5-5 and 5-6 

Chain-of-custody record form, as shown in Figure 5-7 

A11 necessary CLP and EPA documentation forms, labels, seals, and other paperwork will 
be obtained from the EPA RSCC. The PRC project manager will be responsible for obtaining 
these items and distributing them to field personnel. All paperwork will be completed using 
indelible ink. 
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5.1.1 Sample Labeling 

PRC will use the official EPA and CLP sample numbers issued by the EPA (RSCC) for 
this spit srnp1ing event. PRC will also record and crõss-reference, in a bound logbook, the 
òfficial EPA and CLP sample numbers with corresponding PRC split-sample designations (see 
Section 5.1.2). PRCs split-sample numbering system will consist of: 

c A two-letter site description (RB for Ridgefield Brick) 

• • A multi-character sample designator (for example, monitoring well B3) 

• A two-character round number (fbr exampie, 01 designating the sample frequency at the site) . 

For example, the split ground-water sample from monitoring well B-6 at RBT, taken on the first 
sampling round at the site, would be designated RB-B6-01. 

Sample tags and labels will be attached to each sample container to provide proper 
identification of samp1es. The tags will be retained by the laboratory as evidence.of sample 
receipt and analysis. 

Figure 5- 1 presents an example of a sample tag. The information recorded on tags and 
labels includes the following: 

• Project code--the number assigned by EPA to the sampling project 

• Lab sample number--assigned by EPA RSCC 

• CLP case/RAS or SAS number(s)--the unique number(s) for CLP analyses assigned by EPA RSCC to identify the sampling event (entered under Remarks heading) 

• CLP sample number--the unique CLP sample identification number assigned by EPA RSCC used to document the sample (entered under Remarks heading) 

• Station location--the sampling station description as specified in the programplan 

• Station number--a two-digit number assigned by the sampling team coordinator 

• Date--a six-digit number indicating the month, day, and year of receiving 

• Tirne--a four-digit number indicating the military time of receiving 
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o 

. 

Sample type---grab or composite 

Tota1 number of sample containers 

Samplers--signatures of sample receivers 

Remarks--Case/SAS and sample numbers, as well as any pertinent comments 

Label or tag number--a unique serial number preassigned and stamped on the 
label or tag 

The tagsand labels also have appropriate spaces for describing saip1e preservatives and 
indicating the analytical parameters to be analyzed. The completed sample tag and label will be 
securely attached to the sample container. 

PRC will consult the EPA RSCC personnel for assistance regarding the analytical services 
to be used. PRC will use the appropriate analysis requests or records according to guidelines 
specified in the most recent CLP Users Guide (EPA, 1988a). 

5.1.2 Field Logbooks 

Daily field activities will be documented through journal entries in a bound logbook, 
dedicated to the site. The logbook will be water resistant, and all entries will be made in 
indelible ink. The logbook will contain all pertinent information about sampling activities, site 
conditions, field methodologies used, general observations, and other pertinent technical 
information. Examples of typical logbook entries include the following: 

Daily temperature and other climatic conditions 

• Field measurements, activities, or observations 

Referenced sample location description (in relation toa stationary landmark) 

Media being sampled 

Collection (receiving) methods and equipment, including decontamination 
measures 

Date and time of receiving - 

Types of sample containers used 

. 

. 

. 

. 

. 
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Sample identification and cross-referencing 

o Sample types and preservatives used 

Parameters required for analysis 

Sample receivers, distribution, and transporters 

• Site sketches 

• Instrument calibration procedures and frequency 

The PRC field team leader or designee will be responsible for the daily maintenance of all 
field data records. Each page of the logbook will be numbered, dated, and signed by the person 
making the entry. Corrections to the logbook will be made by using a single strike mark through 
the entry to be corrected and then recording and initialing the correct entry. For corrections 
made at a later date, the date of the correction will also be noted. 

Color photographs will be taken during the O&M to document sampling locations, 
monitoring well maintenance, sampling activities, and other site features as necessary. The 
photographs will be numbered to correspond to logbook entries. The name of the•photographer, 
date, time, site location, and photo description will be sequentially entered as the photos are 
taken. Adequate logbook notations and receipts will be retained to account for custody during 
film processing. 

5.1.3 Chain-of-Custody Records 

Chain-of-custody records, shown in Figure 5-7, establish the documentation necessary to 
trace samp1e possession from time of receiving through sample analysis and disposition. A sample 
is considered to be in an individuals custody if any of the following criteria are met: 

• The sample is in a persons physical possession. . 

• The sample is in a persons view after being in his or her physical possession. 

• The sampie was in a persons physical possession and was then locked up or sealed to prevent tampering. 

• The sample is kept in a secured area. 
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The sample receiver will complete a chain-of-custody record to accompany each sample 
de!ivery container (cooler) and will be responsible for shipping samples from the field to the 
laboratory. The sampler will provide the project number, the CLP case or SAS number, and the 
zap1ers signature as header information on the chain-of-custody record. The common name of 

site will not be included in this form or other sample documentation because CLP laboratories 
ny perform analyses for responsible parties associated with the site. For each station number, 
the sampler will indicate the date, time, sample status (composite or grab sample), station 
iocation, number of containers, analytical parameters, EPA samp1e numbers, and CLP sample 
numbers. When shipping the samples, the sampler wi11 sign the bottorn of the form and enter the 
date and time (military) that the samples were retinquished. The sampler will enter the carrier 
nae and air bill number under the Remarks section on the bottom right of the form. The 
original signature copy of the chain-of-custody record will be enclosed in a plastic bag (along 
with any other necessary CLP or EPA sample documentation) and secured to the inside of the 
cooler lid. A copy of the custody record will be retained for PRC files. 

Shipping coolers will be secured for shipment by placing custody seals across all four sides 
of the cooler lid. Commercial carriers will not be required to sign off on the chain-of-custody 
forms provided that the forms are sealed inside tlie shipping cooler and the custody seals remain 
intact. 

5.2 LABORATORy CUSTODY PROCEDURES 

The EPA Region 10 Manchester Laboratory or CLP laboratories performing the chemical 
analyses will be responsible for following all CLP-required chain-of-custody procedures 
presented in the CLP SOWs (EPA, 1990a and 1990b). , . 

. 
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FIGURE 5-2 

EXAMPLE OF AN OGAN1C SAMPLE ÄNALYSIS REQUEST FORM 
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FIGURË 5-3 
EXAMLE OF AN INO1ZGANC SAMLE ANALYSIS REQUEST FOM 

Unrted Ststcn Enraronm.ntai Pnxaxtn AQancy . C..o Numbar SAS No (t lppticablo) • E
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FGURE S-4 
EXAMPLE OF A SPECAL ANALYTCAL SE!VICES REQUEST FORM 

U.5. ENVIRONMENTAL PROTECTION AGENCY 
CLP Sarnple Management Office 
p.o. Box 818 - Alexandria, Virginia 22313 
Phone: 703/557-2490 - FTS/557-2490 

SPECIAL ANALYTICAL SERVICE 
PACKING LIST 

Sampling ofíice: Sampling Date(5): Ship To: 

sampling Contact: Date Shipped: 

SAS Number 

For Lab Use Only 

Date Samples Recd: 

(name) 
Site Name/Code: Received By: 

(phone) 
Attn: 

Sample 
Nrnbers 

2. 

3. 

4. 

5. 

6. 

7. 

8. 

9. 

10. 

11. 

12. 

I 3. 

14. 

15. 

16. 

17. 

18. 

19. 

20. 

Sample Desa•iption 
i.e., Analysis, Matrix, Concentration 

Sample Condition on 
Receipt at Lab 

For Lab Use Only 
White - SMO Copy, Yellow - Region Copy, Pink - Lab Copy for return to SMO, Gold - Lab Copy 
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F1GURE 5-5 
EXAMPLE OF AN EPA REGiON 10 LAORATCRY ANALYSIS REQUEST FOR ORGANICS 
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Spec,al detection Limits 8nd comments: _____________ 

de,,oor.r, S.pr..n,r. -- _______________________ 

tlfsamples should 00 saved, why?____________ 

.PA B.il l.. C.n 

s 
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FIGURE5-6 
EXAMPLE OF AN EPA REGION 10 LABORATORY ANA•LYSIS REQUEST FOR METALS 

EPARegion 10 Laboratory Anaiyses Required 

METALS 
prolect Name: _____________ 
M.trl. C.d.. ,.non o.. o,ýv, 
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FIGURE 5-7 
EXAMPLE OF A CHAIN-OF CUSTODY RECORDING FOIM 

FIELD SAMPLE DATA AND CHAIN OF CUSTODY SHEET 

Ccz.a No.: __________________________ D Enforcement/Cuatody MSCGllSfleOUS Sarntlin Cr:_______________________ Pcjzt Ccds:_____________AccGunt: D Data ConfidentiI ___________________________________ 
r/Locotjon . D Possible Toxic/Hazardous ___________________________________ ŠŒAO ¿* W t 4 t Co..flt 4oŠ __________________________________ Pcj. Off.: _______________________TeLl ___________ D Data for Storet ________________________________________ Recorder: - 

. GO llUöL.3$e/3. 
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6.0 CALIBRATION PROCEDURES AND FREQU-ENCY 

Both laboratory and field equipment must be calibrated on a regular basis to assure the 
accuracy of analyses. This section describes the calibration procedures and frequency for 
measuring and testing equipment. -. 

6.1 - FIELD EQUIPMENT 

PRC personnel will use an HNu model p-101 photoionization detector (PID) tó monitor 
ambient air conditions for health and safety precautions at the RBT site. The operators manual 
for the unit is included as Appendix B. Before transport to the field, the battery and fan of the 
HNu will be checked to assure that they are operational, and the unit will be ca1ibrated. The 
calibration will be performed with isobutylene gas supplied by the manufacturer. The unit will 
be calibrated in the field before use to assure that damage has not occurred during transportation. 
AII calibration information, including date, time, pressure of calibration gas, span setting of the 
HNu, and name of the equipment operator, will be recorded in the project logbook. 

6.2 LABORATORY EQUIPMENT 

Laboratory calibration requirements for CLP RAS procedures can be found in the EPA 
CLP SOWs for organic and inorganic analysis (EPA, 1990a and 1990b). Laboratory calibration 
procedures for CLP SAS procedures for PAH, chlorophenois, arsenic, and chromiúm are specified 
in the SAS request forms included in Appendix A. - 

i] 

ì 
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7.0 ANALYTICAL PROCEDURES 

This section presents a discussion of the field and laboratory analytical procedures that 
will be used during the O&M. 

7.1 FIELD ANALYTICAL PROCEDURES 

PRC will perform ambient air monitoring with an HNu PID. The HNu can detect a 
variety of VOCs but cannot identify discrete compounds unless directly calibrated. The HNu 
does, however, measure individual VOCs relative to isobutylene (refer to the HNu owners 
manual in Appendix B). The HNu provides an approximate measurement of total VOCs. PRC 
will use the HNu to screen for the presence of total VOCs that may produce a health and safety 
hazard. 

7.2 LABORATORY ANALYTICAL PROCEDURES 

The EPA Region 10 Manchester Laboratory or a CLP laboratory, depending on 
availability, will be used for analytical Support for the O&M. The levels of precision and 
accuracy specified in the most recent CLP SOWs for organic and inorganic analysis (EPA, 1990a 
and 1990b) will serve as standard DQOs for the CLP •RAS procedures. CLP SAS will be 
requested for samples analyzed for PAH, chlorophenols, arsenic, and chromium. The procedures 
are specified in the SAS request forms included in Appendix A. 

u 
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8.0 INTERNAL QUALITY CONTROL CHECKS 

An internal QC system is a set of routine internal procedures to promote data output of a 
rneasurement system that meets the objectives prescribed in the data QA/QC program. Inherent 
and implied in this control function is a parallel function of measuring and defining the quality 
of the data output. A well designed internal Q•C program must be capable of controlling and 
measüring the quality of the data in terms of precision and bias. Precision reflects the influence 
of the inherent variability in any measurement system. Bias represents a consistent error in the 
measurement system. 

For samples received at the RBT site, PRC wiil use the internal QC measures described in 
the following sections to assure a high degree of precision and accuracy. 

8.1 FIELD QUALITY CONTROL CHECKS 

As a QC check on field sampling, PRC will receive field duplicate samples, equipment 
rinsate field blanks, trip bIanksand field (transfer) blanks to be sent to the laboratory at specified 
frequencies discussed in Section 3.4. 

Field QC checks also include regular and continuing calibration of all field measuring 
equipment. This field equipment will include an HNu model P101 PID used to monitor for 
volatile organic vapors. Calibration procedures for the HNu are discussed in Appendix B. 

8.1.1 Field Duplicates Samples 

A field duplicate is defined as two or more samples collected (received) independently at 
a sampling location during a singie act of sampling. The total number of field duplicates for each 
analysis is presented in Section 4.0. Duplicates will be received at a minimum frequency of one 
per system (monitoring well and leachate collection). Duplicate sample containers will be 
received alternately between the environmental sample and duplicate sample. 

Field duplicates will be identified so that the laboratory cannot distinguish them from 
other samples. Therefore, one complete sample set will be identified with a coded or false 
identifier in the same format as other identifiers used for this sample matrix. Both the coded and 
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the true identifiers wili be recorded in the field notebook. On chain-of-custody forms, the coded . 
identifier will be used. These coded field duplicates will be used to assess the representativeness 
of the sampling procedlire as well as laboratory analytical precision. 

8.1.2 Equipment Rinsate Field Blanks 

An equipment rinsate field blank is a sample received in the field by pouring carbon-
free water over the decontaminated ground-water sampling equipment and iñto the appropriate 
containers. The equipment rinsate field blank will be shipped to the laboratory for analysis along 
with the other environmental samples. The equipment rinsate field blanks will determine 
whether sampling equipment was sufficiently decontaminated to prevent cross-contamination 
between samples. Equipment rinsate field blanks will be received at a mnimum frequency of 
one per system (monitoring well and leachate collection) as indicated in Section 4.0. The 
equipment rinsate field blanks will be analyzed for all laboratory-measured parameters. 

8.1.3 Trip Bianks 

A trip blank consists of sample containers (two 40-ml VOA vials) filled with. carbon-free 
water by the EPA Region 10 Manchester 1aboratory. The trip blank will be carried into the field 
and handled like a sample but not opened. lt wi11 be returned to the Iaboratory for ana1ysis along 
with the other environmental samples. The trip blanks will be analyzed only for VOCs and will 
be used to determine if contaminants have been introduced during sample handling and shipment. 
One trip b1ank will be included with each shipment of VOC samples sent to the laboratory. 

8.1.4 •Field (Transfer) Blanks 

A field (transfer) blank consists of sample containers (two 40-ml VOA vials) filled with 
carbon-free water in the field by PRC personnel. The field (transfer) blanks will be returned to 
the laboratory for analysis along with the other environmental samples. The field (transfer) 
b1anks will be analyzed only for VOCs and will be used to determine if contaminants have been 
introduced from ambient conditions during sample collection (receiving). One field (transfer) 
blank will be prepared per day of sampling. 
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8.2 LABORATORY QUALITY CONTROL CHECKS 

QC data are necessary to determine precision and accuracy of analyses and to demonstrate 
the bsence ofinterferences and contamination of glassware and reagents. The CLP RAS 
methods include the use of laboratory blanks, MS/MSD samples, initial and continuing 
calibrations, and other similar measures as specified in the CLP SOW for organic analysis (EPA, 
1990a). Laboratory quality control checks for SAS analyses are specified in the SAS request 
forms included in Appendix A. 
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9.0 DATA REDUCTION, VALIDATION, AND REPORTING 

The data reduction, validation, and reporting process includes all steps between the 
original instrument or visual reading and the final complete report. Data reduction includes 
laboratory calculations for unit conversions, dilutions, and similar factors and preparation of the 
final report. To validate the data, someone other than the laboratory analyst reviews the data 
reduction procedures to determine the acceptability of the data and any necessary qualifiers. 
Reporting includes transcribing these validated data into a final report and interpreting them. 
Data reduction and data validation differ among analytical methods, but the reporting process is 
common to all data. 

9.1 DATA REDUCTION 

The EPA Region 10.Manchester Laboratory and CLP laboratories performing RAS 
analyses will be required ,to follow data reduction procedures according to EPA Laboratory Data 
Functional.Guidelines for Evaluation of Organics (EPA, 1988b) and lnorganics (EPA, 1988c) 
Analyses. Data reduction for the SAS analyses is specified in the SAS request forms included in 
Appendix A. 

Field parameters to •be measured during the O&M split sampling will inc1ude volatile 
organic vapors in the air. AII field parameters will be measured by direct reading of instruments. 
Results will be recorded directly into filed notebooks, thus no data reduction is required. 

9.2 DATA VALIDATION 

This section outlines data validation.procedures for both field and laboratory 
measurements. 

9.2.1 Field Measurements 

AII field data will be generated by qualified field personnel and immediately entered in a 
field logbook. These data will be reviewed daily for áompleteness, consistency, and proper 
procedures (such as calibration) by thefield team leader. 
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9.2.2 Laboratory Measurements 

An independent data validation of 100 percent of CLP RAS and SAS raw data will be 
perforrncd by PRC personnel not currently invo1ved in this project. Validation •of the CLP RAS 
data will be carried out according to EPA Laboratory Data Functional Guidelines for Eva1uation 
of Organics (EPA, 1988b) and Inorganics Analyses (EPA, 1988c). SAS data will be validated 
based•upon requirernents outlined in the SAS request forrns included in Appendix A. 

For sarnples analyzed by the EPA Region 10 Manchester Laboratory, EPA will perforrn 
the data validation of 100 percent of a11 raw data. The data will be screened by EPA for 
precision and accuracy according to the same organic and inorganic functional guidelines cited 
above. SAS data will be validated based upon requirements outlined in the SAS Request Form in 
Appendix A. 

9.3 REPORTING 

AII data frorn EPA Region 10 Manchester Laboratory and CLP RAS laboratories will be 
reported in a standard CLP RAS data deliverable forrnat. Reporting requirernents for the CLP 
SAS analysis are specified in the SAS Request Form in Appendix A. 

AII data generated in the field will be co1lected in a project file at the PRC Seattle office. 
A11 laboratory reports and other data will also be placed in this file. This file will be organized to 
allow ready identification and retrieval of any desired information. 

Quantitative information will be entered into databases that will be printed out, checked 
against the original data sheets, and corrected before use. The resulting databases will be 
supplemented by the text of the O&M report, including data interpretations. AII PRC 
deliverables are reviewedby a technical editor, technical reviewer, and QC coordinator before 
release. 
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10.0 PERFORMANCE AND SYSTEMS AUDITS 

All laboratory .and field work conducted for the RBT O&M may be subject to 
performance and systems audits. Performance audits check the opera•tion of a specific študy 
component, such as a sampling method or an analytical procedure. Systems audits are broader 
and include a thorough evaluation of both laboratory and field QA/QC methods, such as data 
validatjon procedures, corrective action procedures, or sample custody procedures. Audits may 
be internal .(conducted by PRC QA/QC personnel within the organization being audited) or 
external (conducted by EPA or another outside agency). 

Audits are randomly scheduled by QA/QC personnel and are generally not announcèd 
beforehand. If QA/QC personnel find what seems to be a systematic problem with a particular 
component of the sampling and analysis program, they will normally perform a series of audits on 
related activities to identify and correct the problem. Audit results are incorporated into the 
project reporting system, normally in the monthly report. 

10.1 LABORATORY AUDLTS 

Performance and systems audits of CLP RAS and SAS laboratories are the responsibility 
of the EPA. Specific details are included within CLP documents (such as the CLP SOWs) and in 
each laboratorys standard operating procedures (SOPs). lf requ,ired, internal audits will be 
conducted by personnel from. CLP laboratories performing the analyses. External audits, if 
required, are usually performed by the .EPA Environmental Monitoring Systems Laboratory 
(EMSL) in Las Vegas. However, evidence audits of CLP laboratories may also be conducted by 
the National Enforcement Investigations Center (NEIC) in Denver. 

10.2 FIELD AUDITS 

Interna1 performance and systems audits of all PRC field activities at RBT will be 
coordinated by the PRC,TES 12 QA manager, Dave Liu, in accordance with TES 12 QA Program 
Plan (PRC, 1988). If a field audit is scheduled to be conducted for the RBT O&M, a site-
specific audit checklist will.be prepared (Figure 10-1). This checklist will be based on 
informatjon contained in the QAPjP and health and safety plan. Using the checklist, auditors 
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will evaluate whether field personnel are operating in compliance with procedures specified in 
these plans, including the following: 

o Initia1 and continuing equipment calibi•ation 

• Field measurements 

• Sample collection (receiving) 

• Sample labeling, handling, and custody 

• Data collection and record keeping 

• Health and safety monitoririg 

• Logbook completeness 

• Photographic documentation 

• Availability of documents used to evaluate RBTs compliance 

External field audits for this project are the co-responsibility of the EPA Region 10. 
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FGURE 10-

AUDT REPORT FORM 

PRC En j Lnc. 

AUdit Report QA/QC Level _____ 

Project/Contract No.: 

Work Assignrnent No.: 

Region: 

Date o( Audit: 

Audjtor: 

Brief Descrption o( Work Assignrnent: 

.ork Asaignmerxt Manaer: ________________________________ 

Firzn: 

Audit Surnrnary• 

Corrective Action Required: 

Remark.: . 

Auditor Signature: 
Date: 

Distrjbutjon: 1) Original to project tile 2) Copy to qA/QC file 3) Copy to auditor 
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11.0 PREVENTATIVE MAINTENANCE 

Preventative maintenance (PM) includes inspecting, rëpairing, and adjusting equipment 
and instruments:before any deficiencies have a significant effect on performance. These 
techniques are a necessary part of the procedures for carrying out a particular opèration with a 
particular type of equipment. 

1.L1 LABORATORY EQU.IPMENT 

The EPA Region 10 Manchéster Laboratory or the CLP RAS laboratory that analyzes the 
ground-water and leachate samples will follow necessary PM actions detailed in its internal SOPs 
as well as PM required by the CLP SOWs. These include (i) tuning and calibration (both initial 
and continuing) of machines, (2) use of internal standards, and (3) related activities such as 
corrective action. Details of these requirements are included in the CLP SOW for organic 
analyses (EPA,. 1990a). PM requirements for SAS analyses are specified in the SAS request forms 
included in Appendix A. 

11.2 • FIELD EQUIPMENT 

PRC will perform regular preventative maintenance of all field equipment. AI1 field 
monitoring and analytical equipment will be maintained in accordance with the manufacturers 
recommended schedules and procedures. Field personnel will maintain records of service, 
calibration, and use. Instrument problems encountered in the field will be detailed in the field 
logbook and dealt with on-site, if possib1e. 

The primary PM technique for field analyses is the preliminary calibration of equipment. 
As detailed in the I-INu operators manual (Appendix B), this typically includes a battery check, 
zero adjustment, and linearity (Or high end) adjustment. If the instrument cannot be crrect1y 
calibrated, it will.be disassembled, cleaned, reassembled, and recalibrated. 
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12.0 POCEDURES USED TO ASSESS. DATA 
PRECISION, ACCURACY, AND COMPLETENESS 

The QA/QC objectives described in Section 3.0 are goals necessary to satisfactorily 
complete the RBT O&M. This section discusses the means for assessing whether those objectives 
have been met. The assessment is part of the data reduction and validation process discussed in 
Section 9.0. 

12.1 LABORATORY RESULTS 

The precision of CLP RAS and SAS laboratory results will be determined primarily by 
calculating the, relative percent difference (RPD) for duplicate samples. These will include field 
duplicates, laboratory duplicates, and MS/MSD samples. The laboratory will determine the 
accuracy of results by calculating percent recovery values for MS/MSD samples. In addition, the 
laboratory will use laboratory blanks, caiibration standards, and internal standards to establish 
analytical accuracy, as detailed in the CLP SOW. Completeness of all laboratory resu1ts will be 
determined by comparing the number of validated, usable results to the number of sarnples 
planned. 

12.2 CALCULATIONS 

The primary statistic used for estimating precision is RPD for duplicate measurements. 
RPD is calculated as follows: 

RPD = 1 x 1 -x 2 1 
x100 

(X1+ X2)/2 — 
(12-1) 

where X1  and X2  are the results of duplicate measurements and 1X1  - X2I is the absolute value of 
the difference in the two measurements. 

If there are three or more replicates, the ielative standard deviation (%RSD) will be 
calculated as a measure of precision: 

%RSD = (SD/X) x 100 (12-2) 

.] 
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where X is the average of the data points (X1 , X2, . . . X) and SD is the standard deviation of 
the individual measurernent. -. 

Accuracy can be estimated by calculating the percent difference (%D) between an 
instrument response and a known standard: 

%D = (S-X)/S x 100 (12-3) 

where S is the concéntratjon of a known standard and X is the measured instrument response. 
This determination of accuracy can be used for both laboratory and field measurements. 

Alternatively, accuracy can be measured as the percent recovery (%R) from the analytical 
results of surrogate or analyte co.mpounds spiked into a sample: 

%R = (M-N)/S x 100 (12-4) 

where M is the measured analyte concentration in the spiked sample, N is the concentration of 
the analyte in the original sample, and S is analyte concentration spiked into the originai sample. 
Thismeasurement of accuracy is most appropriate for Iaboratory results. 

Percent completeness (%C) is a measure of (1) the number of samples actually received 
compared to the number of samples required for characterization or (2) the amount of valid data 
obtained compared to the amount of data expected under normal conditions. In most cases, the 
number of samples required for characterization and the amount of data expected under normal 

conditions are the same as the number of samples planned, N. Thus, percent comp1eteness can 
be defined as follows: 

%C = V/Nx100 (12-5) 

where V is the number of valid results and N is the total number of samples pla•nned. 
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Percent completeness can aiso be measured as the perccnt of samples planned that were 
actually received: 

%C = C/N x 100 (12-6) 

where C is the number of samples received and N is the total number of samples planned. 

L 
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13.0 CORRECTIVE ACTION 

Corrective action must be initiated whenever a system is not functioning properly. These 
situations may be identified during performance or system audits or by the analysts themselves. 
Corrective action may take place in the laboratory or in the field. 

13.1 . LABORATORY CORRECTIVE ACTION 

EPA Region 10 and or CLP Iaboratory analyses will be conducted for ground-water and 
leachate samples. If QC audits conducted by EPA identify a noncompliance situation, the 
problem will be reported to the WAM. Major noncompliance situations within the CLP 
laboratory are usually handled between the Iaboratory, the CLP Sample Management Office, and 
EPA Region 10. Detailed procedures for corrective action during RAS sample analyses are 
provided in the CLP SOWs. For SAS analyses, the CLP laboratory will be required to follow its 
own internal corrective action procedures. However, if corre•ctive action beyond- the scope of the 
SAS request is required, the laboratory will advise the CLP Sample Management Office (SMO), 
and the SMO will advise the EPA Region 10 RSCC. The RSCC, SMO, and laboratory will then 
determine the appropriate corrective action. 

Frequently, probiems with EPA Region 10 and CLP analyses result from matrix effects, 
that make results questionable (estimates, qualified as J) or unusable (rejected, qualified as R). 
The Region 10 CRL, WAM, PRC project manager, and PRC TES 1•2 QA manager will jointly 
determine the acceptability of data and determineappropriate corrective action. Corrective 
actions may include the following: 

• Reanalyzing samples if holding time criteria permit 
• Resampling and analyzing the samples 
• Evaluating and amending sampling and analytical procedures 
• . Accepting data and acknowledging a levei of uncertainty 

13.2 FIELD CORRECTIVE ACTION 

During field investigations, any problems that affect receiving samples and monitoring 
data will be documented and recorded in a field logbook by the person who identified the 
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problem. Serious problems that affect overall project objectives will be brought to the attention 
of the PRC site manager. The project manager will complete a Corrective Action Request Form 
(Figure 13-1) and immediately notify the PRC TES 12 QA manager. The PRC TES 12 QA 
rnnager, proj•ect manager, or their designees are responsible for identifying the causes of the 
problems and developing solutions. 
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FIGURE 13-1 
CORRECTIVE ACTION REQUEST FORM 

PRC Envjrorimjtai Management, tnc. 

Corrtive Acticn R.aucat Forrn - 

13 
o 

March 11, 1991 
3 of 4 

QA/QC Level _____ 

Project/Contract No.: 

Work Assignrnent Nurnber: 

Site Location: 

Firrn: 

To (Work As5ignrnent Manager): 

Frorn j Reviewer1: 

Signsture 

Date: 

Description of Problern: 

Corrective Action Requested: 

The above correctwe action rnust be cornpleted by: 
(Date) 

Corrective Action Taken: 
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FIGURE 13-1 (continued) 

CORRECTIVE ACTION REQUEST FORM 

QA/QC Level 

Work Asiignment Managcr: 

(Subcorraor QA Manager) 

Acknowìedgerrtent of Receipt 

(lniiiallDatej 

Reviewer: 

Corteciive Action ia/ii not satiafactory 

(tnitiatiDaiej 

Remarki 

Correctton Actjon Compleied 

(lnitial/Datej 

QAIQC Cuordinaiora• 

Correciive Act*on ii/18 not aaiiifactory Remarki 

(Ln*tial/Daiej 

Diitr.bution: 1) Qriginat to project fite 2) Copy to QA/QC file 3) Copy to revjewer 
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14.0 QUALITY ASSURANCE REPORTS TO MANAGEMENT 

Effective management of environmental measurements requires timely assessment and 
rcview of activities. This requires interaction among PRC personnel collecting the data, the PRC 
project nianager, the PRC Regional Manager, the PRC TES 12 program manager, and EPA 
personnel. Written reports of field activities may be necessary to provide an on-going evaluation 
of measurement data quality. These reports are produced on an as-required basis and may 
include the following: . 

. 

, 

. 

. 

. 

QA/QC audit results and other inspection reports 

Summary of corrective action activities, including any unresolved 
problems or past-due corrective actions 

Summary of unscheduled equipment maintenance activities 

Summary of any QAPJP changes 

Summary of project QA/QC activities and status 

Reports of this type will be distributed to the PRC project manager, Regional Manager, TES 12 
QA manager, and EPA WAM. 

Routine QA/QC reports for TES 12 (contract number 68-W9-0009) are prepared by the 
PRC Regional Manager and submitted to the PRC TES 12 QA manager (PRC, 1988). If 
significant QA/QC activities concerning the RBT O&M appear in this program QA/QC report, 
these QA/QC activities will also be described in the monthly progress reports for the RBT O&M 
project. 

PRC will submit a report at the completion of the field investigation planned for the RBT 
O&M. The report will contain a separate QA/QC section summarizing data quality information 
and identifying any significant QA/QC activities that occurred during the investigation. 
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